
                

Note: Above material ingredients are based on our company's formular.

Please dont leak to our  opponents. 

Address:XingdingRoad Wuli Industrial Zone Jinjiang City Fujian Province China   

Tel : 0595-88183588    Fax:0595-88185666           

Email :cathy@cn-dexing.com       QQ mail: 1933548316@qq.com   WeChat：15059975017   Whatapp：86-15059975017         

Above materials are safe and confirmed with testing department. 

FUJIAN CHANGXIN WPC CO.,LTD

Material Data Sheet

Products Name

Thickness 

Standard Size

Density

Brand

Color

Weldable

Foam Process

Water Absorption

Tensile Strength

Ficat Soften Point

Impact Strength 

Bend Strength

Life Span

Screw Holding Capacity

8KJ/m2

20.1MPA

50years

880N (Surface）

Flame-retardant

PVC Foam Board, PVC Co-extrustion Board

1-25mm

1220x2440mm, 1220x2050mm, 1220x3050mm

0.5-1.0g/cm3

Changxin

pvc stabilizer(%)

Other agent(%)

80%

5%

6MPA

74℃

White 

Yes, 

Co-extrusion 

0.5%(Condiction: 20℃,24hours)

3%

2%

5%

5%

Self-extingushing less than 5seconds

Ingredient for PVC Board 

pvc resin (%)

Filler(%)

plasticizer(%)

foamcontrol material(%)


